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ARPETS

Folkestone
Tuft gauge 5/32 cut pile ISO 2424
Pilecomposition 100% PP ISO 2424
Primary Backing Woven ISO 2424
Secondary backing AB, Felt ISO 2424
Width 400 cm, 500 cm + 1% EN 984
Pile Weight 2500 gr/m? ISO 8543
Total weight AB : 3400 gr/m2 + 15% ISO 8543
Felt : 3450 gr/m2
Pile height 14 mm +2mm ISO 1766
Total Height AB : 16 mm ISO 1765
Felt: 17 mm
Number of knots 105.840/m? -7.5% .+10% ISO 1763
Fire Classification Efl EN 13501-1
Use Area Heavy domestic use (23) EN 1307
Light fastness =5 105-B02
Wearebility =4 105-X12
Water fastness =4 105-E01

Condor Carpets bv

Euroweg 3, 8061 SB
P.O. Box 21, 8060 AA
Hasselt, The Netherlands W

) 38 477 89 11
31) 38477 89 22
Dcondarcarpets.n
condor-group.eu

Floorsymbols

()

(aan)( " M (: "o
s

Certificates

2020 2020
Condor Carpets Condor Carpets
Euroweg 3 Euroweg 3
8061 SB Hasselt 8061 SB Hasselt
EN1307 ENI1307
DOP: C-001AF148 DOP: C-001FF148 TOV
Reaction to fire Reaction to fire P RO F
Efl Efl @Ef
A
Slip resistance: DS Slip resistance: DS ffﬂ
5 et [EMISSIONS DANS L’AIR INTERIEUR') 70 710 6845-1
e :
Resilient floor Resilient floor -
cavering to be covering to be Se=m==" tested for emissions,
used withina used withina rl harmful substances
building building
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